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72" Concrete Valley Gutter
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Curb and Gutter Type 1 to be used.
with (=) pavement slopes and section
(+) pavement slopes.

Section “A” to be used
“B"” to be used with

Contraction Joints: Tool the Curb & Gutter 2” as shown on the
contraction joint details.

Isolation Joints: Isolation joint material shall be 34"
premolded conforming to section 826.02C or D of the standard
specifications. The opening for the backer rod and joint
sealant shall be formed by a pre—-cut piece of wood or

other material approved by the engineer. Dowel supports are
not required on the second pour at a cold joint, metal caps
and gredased dowels shall be installed in the cold joint for
the second pour.

Joint Spacing: For hot bituminous pavements the joint
spacing for the curb and gutter shall be 10’ max. with the
panels on each side of the inlets.

For concrete pavements the joint spacing for the curb and
gutter shall match the pavement joint on PCC Pavements.

Joint sealing: All contraction and
sealed as shown in the details. The joint sealant for con-—-
traction joints shall conform to section 826.02B. The sealant
for expansion joints shall be as specified in note 3 above.
The sealant shall be tooled and installed in accordance

with the manufacturer’s recommendations.
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depth of

For hot bituminous pavement the
be as shown. For PCC pavements the
match the adjacent PCC pavement.
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in the price bid for curb and gutter.
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